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micro-T13-R/13G  
Tube: cutting - drilling - welding 
 

 
 

 
• tube micromachining for dry or wet operation 
• tube diameter range: 0.5-8mm 
• machine frame made of granite  
     (temperature-stable, shock absorbing) 
• linear X-axis: lead screw or linear motor 
• max. cutting length: 150 mm 
• rotative A-axis: direct drive 
• highly dynamic positioning 
• application dependent laser configuration 
• adjustable nozzle distance 
• NC controlled process gas 
• process observation 
• easy access to workspace 
• automatic material feed  
• high-precision tube guiding  
• optional tube loading rack 
• machine frame integrated diode pumped YAG laser 
• made for 24-7 production 
• low maintenance 
• warranty 4000 working hours 
  

 
 

Connections: 
- Power - Air 
- Gas - Water in / out 
- Aspiration - Network 
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Corporate Headquarter: 
Swiss Tec AG 
Zollstrasse 35 
FL–9494 Schaan 
Principality of Liechtenstein 
 
(mail)    info@swisstecag.com 
(web)    www.swisstecag.com 
  
 
 
 
 
 
International Sales Office:  
Swiss Tec AG 
Technoparkstrasse 1 
CH–8005 Zurich 
Switzerland 
 
(office) +41 (0)41 790 3385 
(fax)      +41 (0)41 790 3384 
(mail)    sales@swisstecag.com 
 
 
 
 
 
 
Sales Office North America: 
Swiss Tec, LLC 
2100 Brickell Ave., ste 202 
Miami, FL 33129-2150 USA 
 
(office) +1 305 858 3308 
(fax)     +1 401 336 2030 
(mail)    sales.usa@swisstecag.com 
 
 
 
 
  
 
Sales Office China: 
Room 12B01, BuildingA 
Xianguangli 66 
Chaoyang District, Bejing 
100027 P.R. China 
 
(office) +86 (0)10 844 66061 
(fax)      +86 (0)10 844 66191 
(mail)    sales.china@swisstecag.com 
(web)    www.swisstecag.cn 
 
 
 
 
 
 
Sales Office UK / Ireland:  
Swiss Tec AG 
c/o Laser Trader Limited 
Dunston Innovation Centre 
Dunston Road – Chesterfield 
Derbyshire – S41 8NG 
 
 
(office) +44 (0)1246 267714 
(fax)      +44 (0)1246 269381 
(mail)    sales.uk@swisstecag.com 
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Technical Specifications 
   RED YAG GREEN YAG Option 

General Information       

machine dimensions (L x W x H) [mm] 1080x700x1300 1080x700x1300   
weight [kg] 700  700   
electrical supply  3x400V/50-60Hz 3x400V/50-60Hz  
pneumatic supply [bar] min. 6 min. 6  
integrated transport system  � �   
integrated control cabinet  � �   
operator panel  movable movable rotatable 
laser cabinet  internal internal  
Laser System       

type DPSS YAG RED GREEN 
wavelength [nm] 1064 532 
frequency [kHz] 5-100 5-100 
pulse length [ns] 25/40   25/40 
optical system [mm] F=50 F=50 

application 
dependent 

exchangeable protection glass  � �  
cutting nozzle diameter [mm] 0.5 0.5 0.2 
beam expander  4x 4x 1 to 8x 
powered beam expander     � 
nozzle distance adjustment  manual manual powered 
focus adjustment  manual manual powered 
water cooling system  external external chiller 
number of process gas connections  1 1 up to 4 
gas pressure monitoring and control     � 
water pressure monitoring and control     � 
tube flushing monitoring and control     � 
process observation  monocular monocular binocular 
CCD-camera / monitor     monochrom/color  
Mechanics       

max. cutting length  100 100 up to 150 
X-axis: guiding rails  � �   
X-axis: drive   lead screw lead screw linear motor  
X-axis: max. speed [m/min] 9 9 30 
X-axis: measuring system [µs] +/- 0,5 +/- 0,5 +/- 0,1 
A-axis: direct drive  �    
A-axis: measuring system [incr] 180'000 180’000 720’000 
Security Cover       
laser class  1 1   
eye protecting inspection window  [mm] 100 x 200 100 x 200   
number of doors  2 2   
interlock switch  � �   
workspace illumination    � 
 
• machine setup time: 4 hours 
• factory training: free at Swiss Tec facility (additional charges for training at customer's facility) 

 
 


